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Senselive

Sense. Connect. Optimize.

Wireless Busbar Temperature

Monitoring Solution

TemperatureC (81/81)

NodeB1A 829.8
NodeB1C 829.4
NodeB2a 0829.4

Senselive Edge8000

Wireless Busbar/ Surface

Temperature Monitoring System
« Up to 60 wireless sensors
Integrated Energy Meter
RS485 Data Output

Built-In Dual Relays

4 x DI Input

{0

SenselLive SenseBT-222
Battery-Powered Wireless
Temperature

« Long Battery Life > 5 Year

« Wide Range -40 to 125 *C

« Industrial Design

« Wireless Communication

Senselive SenseCT-222

CT-Powered Wireless
Temperature Sensor
« Self-Powered Generation
« Real -Time data every 30
Second
« Easy Installation
« Maintenance-Free

Wireless Busbar Temperature Monitoring System

SenseBT 222

Battery Powered Sensor

www.senselive.io

Senselive RS485- 4G DTU

High/Overhigh

Temperaturc’c  (B1/81)

Distance: 100m (LoC) Hodedin

Upto 60 Sensor’s

SenseCT 222

000

Self Powered CT base Sensor

Edge8000

+919604070622, +918408058531, +91 7709351974,
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Water Management System
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+919604070622, +918408058531, +91 7709351974,

@ Water Consumption Forecasting with SLD

@
@
]

Water Efficiency Score & Performance Index
Leakage Localization Intelligence

Advanced Wireless Connectivity
(LoRa/LoRaWAN + 4G/wifi)

Historical Data Logging with Al-Powered
Reports

Threshold-Based Alerts & Predictive Trend

Analysis
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Energy Management System

Real-Time Energy Consumption Monitoring
Power Quality Analysis & Instant Alerts
Historical Data Logging & Custom Reports

Predictive Analytics & Demand Forecasting

Modbus Gateway

. - e Prescriptive Reports for Action
. Automated Energy Audits & Benchmarking
“ Energy Meter 4

Transformer

Up to 20% Cost Reduction

OVERVIEW ENERGY HT LINE POWER QUALITY LT LINE LIVE ALARMS

Today N Peak Demand KVA ¥ Power Factor

4 o 9626480 kWh SR  amen

N 376.37 kva -0.99

Today

I(::}I‘ 9884820 kVAh 25842 kvan

Consumption
= Current week (Sun - Sat)

@KWh @KVAh @ KVARh

50000
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. I I I I I
0 - - i
428 r 3 ol 3 Aug Aug

Powered by Sensal ive

43.34kW  388.39kW 25821kW  126.96 kW
3422 kW 375.23kW  247.46kW  123.38kW
43.29 kW 381.31kW 253.45kW  126.06 kw
120.85kW  1144.93kW  759.12kW  376.4kW

www.senselive.io +919604070622, +918408058531, +91 7709351974, info@senselive.io
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Optimize Your Solar with EMS

For Industries and Commercial Buildings

Boost solar output and reduce losses

| ' [ SenselLive Dashboard

.W‘

INVERTER DG GRID

FEATURES INTERACTIVE DASHBOARD

@ PERFORMANCE RATIO (PR) AND
SPECIFIC YIELD ANALYTICS

HISTORICAL PERFORMANCE =

ANALYTICS "I““ i
i i _

AMBIENT TEMPERATURE AND e

ATMOSPHERIC PRESSURE
MONITORING

B ] e

WIND SPEED, WIND DIRECTION
AND RAINFALL

@ IRRADIANCE vs GENERATION

www.senselive.io +919604070622, +918408058531, +91 7709351974, info@senselive.io
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Transformer Monitoring System

@ Oil Level Sensor triggers alarms for low

levels.

Oil Level & Gas / P
‘“'"""FrioTsﬁre"""“""f"\:\
\

i

Maintenance Alerts & Cooling Fan

Operation Status.

@ Controller collects data and controls
devices.

@ Cooling Fan is auto-controlled for cooling.

@ Overcurrent Detection and Alerts

OVERVIEW ENERGY HT LINE POWER QUALITY (T UNE LIVE ALARMS

Maintenance table § 0il Top Temperature il Level ) Nagpur

Buchholz Relay ] ; 40+ Ll L ,‘

Pressure Relief Device
Cooling Pump

§ Winding Temperature
REF Relay

r . Overcurrent Relay
07 0 8 Oil Level Indicator 44 -

0 15000

‘emperature Monitoring - Transformer With Relay Status

0il: 77.8%

www.senselive.io +919604070622, +91840805853]1, +91 7709351974, info@senselive.io
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Manufacturing Execution System

@ Real-time intelligent production monitoring with
instant alerts

Al-driven OEE calculation and smart downtime
analysis

Complete digital batch and serial traceability
Al-based energy monitoring and optimization
Machine learning-powered predictive maintenance

Al-powered production forecasting and decision
intelligence

PRODUCTION LINE

2.

Location 2

PRODUCTION DATA

“ 6000
75%
o . 3200

MACH-003 00

PRODUCTION LINE

@O e » B © = 0O ¥ 0 »

f pumc

&-h- - 8 ogei 2300

Customer C

www.senselive.io +919604070622, +918408058531, +91 7709351974, info@senselive.io
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Modbus TO PROFINET Gateway

- . Modbus to PROFINET Gateway
@ 0 ’ n PROFINET Main station

FROHINERNERSE A high-performance industrial

gateway enabling seamless
protocol conversion between

Modbus RTU odbusRTU ... Modbus RTU Modbus (RS485) and PROFINET
networks. Supports multiple

Modbus slave devices and PLCs,

= - P R s including VFDs, smart meters,

flow meters, and sensors.

8-Ch DI/DO/AlI Remote IO Controller with LoRa

8-Ch DI/DO/AIl Wireless 10

Wireless 4 km

contro I I er SRS RS

{ oI
LoRa remote 10 controller with 8- H
channel DI/DO/AI, high-speed . Eg | Senselye
precise data collection, and i e
automatic relay control via @
Modbus RTU Power Switch

OUR VALUABLE CUSTOMERS

CEAT &2Elkem Gaoa EE ffz;a

ADNOC L
A ‘Ti Baid
yanath
Qcalderws KEc BANSAL TATA @ o
KEC INTERNATIONAL LIMITED N i i TATA POWER m ah in dra
% INDO RAMA L\ =Z KAPILANSH Siyaram’s Itifl
#AJAS—DDKg Indo Rama Synthetics (India) Ltd. M'I:E‘x -\ ORATU UBYOG (P10 M l ex

SenselLive Technologies +919604070622,  p=Y  info@senselive.io
9 4" Floor GHRTBIF, CRPF Gate no 3, @ +918408058531,

Nagpur, Maharashtra,India 440016 +91 9175504808. @ www.senselive.io
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Empowering Industries
through Connected Intelligence with Al & loT

{?:} Products i@:— Solutions

e Wireless Busbar Solutions e Energy Management
¢ Modbus Gateways e Water Management

e Remote IO Controllers e Digital Checksheet

* 4G/5G IIOT Devices ¢ Production Monitoring

e WIFi IIOT Devices
» LoRa/ZigBee Devices

e Busbar Monitoring System

+91 9604070622 ,+91 8408058531
contact@senselive.io
www.senselive.io

@senselive
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Senselive Technologies

Industrial IOT & Prescriptive Operations Intelligence

Senselive fuses wired and wireless telemetry—from 10 controllers to busbar
temperature sensors and legacy devices—into a unified, real-time operational brain for
energy, water, production, asset health, and compliance. Its platform delivers anomaly
detection, digital checklists/logbooks, production performance insights, and
prescriptive “what-to-do-next” reports via role-aware dashboards, helping clients cut

costs (often up to 20%), improve uptime, and standardize execution across multiple
sites with minimal disruption.

TAKE THE RIGHT SOLUTION FOR YOUR FACTORY

N
I 40

INDUSTRIAL 10T DIGITAL LOGBOOK

Al SOLUTIONS

Manufacturing Execution System
Energy Management

Water Management

Emergency Response
Management

Predictive Maintenance
Production Productivity Analysis
Environment, Health & Safety

PPE Detection system

Safety Compliance Supervision
Restricted Area Monitoring
Conveyor Supervision

Custom Model for Factory
Requirements

Smart Work Permits (Hot Work,
Work at Heights, Confined
Space & Other)

Machine Maintenance Check
Sheet & Work Order

Management

Daily Production Check Sheet
To Do List For Scheduling
Activities

www.senselive.io +919604070622, +918408058531, +91 7709351974, info@senselive.io
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Senselive Edge8000
Wireless busbar temp.

monitoring

« Up to 60 wireless sensors
Integrated Energy Meter
« RS485 Data Output

« Built-In Dual Relays

Products

Senselive SenseBT-222
BT-Powered Wireless Temp.
Sensor

« Long Battery Life

« Wide Range

« Industrial Design
«  Wireless Communication

SenselLive SenseCT-222
CT-Powered Wireless Temp.
Sensor

« Self-Powered

« Real-time Monitoring

« Easy Installation
« Maintenance Free

SenseLive’

Sense. Connect. Optimize.

SenselLive Edge4000
Wireless busbar temp.

monitoring

« Up to 240 wireless sensors
+ RS485 Data Output

« Built-In Dual Relays

SenselLive X5050

RS485 to TCP/IP Modbus Server
« Modbus TCP & RTU

« MQTT Gateway
« DIN-Rail Mount
« -40°Cto +85°C

.
e —
—

SenseLive X3050
RS485 to TCP/IP Modbus
Gateway

« Modbus TCP & RTU

« MQTT Cateway

« DIN-Rail Mount

e -40°Cto +85°C

SenselLive X5050D

RS485 to TCP/IP Modbus Server
Modbus TCP & RTU

« MQTT Gateway

« DIN-Rail Mount

« -40°C to +85°C

SenseLive X3030

1 Serial server /Modbus gateway

RS232 to TCP/IP

«  Wall-mounted design

« RS485 Support: Supports up to 32
slave devices

« Wide operating temperature range
of -40°C to 85°C.

SenseLive X6000
2 Port Isolated Device Server

Modbus RTU to Modbus TCP

« 2-Port Isolated Device Server

« Multi-Host Modbus RTU-TCP
Converter

« MQTT Protocol Support

« DIN-Rail Mounting

SenselLive X5200

RS485 to TCP/IP Modbus TCP

« Dual RS485 Ports

« Wide Operating Range: -40 to
+85°C, 95%H

« Flexible Power: 9-24V DC

« Multi-mode: TCP Server/Client, UDP,
Multicast

SenselLive X5600
RS232/485/422 To TCP/IP

Converter

« Dual RS485 Ports

- Modbus TCP-RTU

« MQTT &JSON Gateway

« 10/100M Ethernet with 2KV surge
protection

www.senselive.io

+919604070622

+918408058531

+91 +91 9175504808

SenseLive X6600

RS232/485/422 to TCP/IP

converter Modbus Gateway

« Modbus TCP & RTU

« MQTT & JSON Gateway

« Wide Operating Range: -40°C to
+85°C. 95% RH

« Dual RS485 Ports

info@senselive.io
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46 DTURAG
Rs231/405 0

SenselLive X7777

SenselLive X7400D SenselLive X7400 SenselLive X7400E X
DIN-rail 4G CAT1 DTU with 4G LTE DTU - RS232/485 Serial to 4G 10T Gateway with Edge Serial server /Modbus gateway
RS485 Interface HTTP Intelligence Rsﬁ?{;:‘:’;ﬁ;j;?évgggi a5
« 4G CATI1 with 2G Fallback . LTECat4G « 2G/3G/4G multi-network support . SUBPOIEUP 630 TCP eannactions
« RS485 Interface « RS-232/485to 4G Cat1DTU + TCP/UDP Server & Client Modes . TCP-Serial, Modbus RTU-TCP, MQTT
« MQTT & JSON Support « Compact Design « Flexible serial port 1200-460800bps JSON con\;ersion ' '
« Edge Computing Features « Easy Setup « Easy setup via AT, Web, SLVircom
\
/ / \.

SenseLive X9000 SenselLive E7500 SenseLive E7000 Senselive E6888
4G loT Gateway with Edge RS485-based Remote 10 Ethernet-based Remote IO 8 Channels DI/DO/Al Remote 10
Intelligence Controller Controller Controller
« 4G CATI1 Connectivity « 4 Digital Input « 4 Digital Inputs « 8 Digital Inputs
« Digital & Analog Inputs « 2Analog Input « 2 Analog Input « 8Analog Inputs
« Dual RS485 Ports « 4 Relay Outputs « 4 Relay Outputs « 8 Digital Outputs
« 4xAl(4-20mA,0-5V,0-10V, . Modbus RTU Support + Modbus TCP Support « Protocol Support

resistance; 12-bit ADC)

) N A

O

Senselive

sersvees

SenseLive E7010A

SenseLive E7010D i i
4-Channel 10 Controller 1-RS485 SenseLive X8555 SenseLive X8550 .
to AI/AO 4-Channel 10 Controller 1-RS485 to RS232/485/422 to Optical Fiber Optical Transceiver Industrial
. nachegiriol Mk DI/DOh $3-Ethto RS485/DI/DO . Single Mode Fiber
« 4-channel AO output o 4 Ehar‘-ne| DO Output - Single Fiber o S DU§| pon% A
. Current output: 4-20mA . :*A dznn;TDl |I’\DSJ;ON ) . R§232/RS485/RS422 communication . RellablgSmgIe-Mode Fiber
. Ethernet to RS485/AI/AO . lodbus RTU- to- conversion « Wide Temperature Range Transceiver
« Protocol MODBUS TCP/MQTT/ « Wide Operating Range: -40°C to +85°C
JSON/HTTP « Auto-Adapt - 10/100M speed
. ) - p - )

www.senselive.io +919604070622 +918408058531 +91 +91 9175504808 info@senselive.io





image5.jpeg
SenseLive X7900

LoRa Gateway with TCP Output
« LoRaWAN & Private LoRa Protocols
« TCP/IP Gateway Functionality

« Multiple Network Interfaces

+ Web-Based Management Console

SenseLive X8300

PLC Modbus Gateway

« Dual RS485 Ports

« Supports multiple hosts and storage
modes

«  WiFi/Ethernet/4G connectivity

« Modbus TCP & RTU

SenselLive X7050
WIiFi Serial Server-RS485 to

802.11b/g/n with Modbus RTU-

TCP

+ Dual Band

« |IP65 Rated

. Enterprise Security

« High Data Throughput

SenseLive X7700D

DIN-Rail LoRa Device

+ DIN-Rail Mounting

« RS485 & Modbus RTU support

« Long-Range LoRa Transmission

« Secure & Encrypted
Communication

SenselLive X9900

Modbus Gateway

« Protocol: Profinet-Modbus
Conversion

« Range:-40 to 85°C

« Serial: 4x RS485 (300-921600 baud)

+ Modes: Modbus Master/Slave,
Profinet Slave, Modbus TCP Slave

SenseLive’

Sense. Connect. Optimize.

Senselive X7800
Wall-Mounted LoRa Device with

RS232 Features

»  Wall-Mounted & Compact Design
« Dual RS232 & RS485 Support

« LoRaWAN & Private LoRa Protocol
« Low Power Consumption

Senselive X7090
Modbus gateway RS232/485/

422 To WIFI/Ethernet

Support Ethernet & WiFi

RS232, RS485 and RS422 serial ports
Interface 485: Terminal block DB9
Frequency Range 2.412GHz-2.484CGHz

SenseLive LoRaWAN

Gateway

Multi-channel Gateway

« Outdoor Edge Gateway

« 4G LTE, GSMS, Ethernet connectivity
« Resistant to all weather conditions

« TXupto27 dBm, up to RX-139 dBm

4

\

L\

SenseLive 2M1S SenseLive S2385H SenseLive S485H SenseLive S4050
2 channel Splitter / 2 master 1 1channel RS232/485 to 4 8 Channel S485H-RS485 HUB industrial Grade Switch
Slave Hub channels RS485 Remote 10 Controller « 5-port 10/100M adaptive Ethernet
.+ Supports 2-Masters-1-Slave, 1- « 4-port industrial isolated RS485 + 8RS485 Slave with 1 Master Port Switch

Master-2-Slaves mode hub/splitter + Opto-Isolated for High Reliability « Compact Rail-Mounted Design
. 3-RS485 ports with separate . supports up to 256 slave nodes + High Band Rate up to 460800bps . Wide 9-24V DC Power input with

settings « Slave port has 2500V voltage + Power Supply: DC 9-24V Terminal connection
« 9-24V DC wide voltage input isolation protection. « Plug-and-play, no configuration

required
A

www.senselive.io

+919604070622

+918408058531

+91 +91 9175504808

info@senselive.io





